
8mm 彩红

8mm 蓝粉

8mm 彩黄

8mm 绿粉

8mm 白粉

324.19 mm

-  rigid frame baked paint with wall bracket
    ( 烤漆
-  all frame connections welded
   （ 焊接框架）  

-  2x top bar  （顶端两个横条）

-  sides bend forward （两边向内折弯）   

-  converter bar behind the 2 vertical bars
  （安装变压器的横条筋骨 在两个垂直筋骨的后面）
-  with 2 feet for standing (底部带2个站立的脚）
-  all frame ends need plastic caps （框架的末端带塑料套）
-  with hangset (2x chains and S hooks)
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Wall Bracket for glass neon

铁架 带墙装支架）

4mm 空径

放在背面

放在前面
HONGBA 6.5kV UL

123.41 mm

10*3mm (宽10mm,厚3mm) 

R

7mm  蓝粉

 
7mm 蓝粉

15mm 圆圈，做 直电极

HONGBA 6.5kV UL

123.41 mm

放在背面

放在前面

10mm 彩黄 (colored yellow) - ring 外圆

10mm 白管- 旗帜&眼睛 ( white flag and eye ）

8mm 明红 ( clear red)

8mm 彩黄 （ colored yellow ）

8mm 彩绿 （ colored green)

8mm 彩红 （ colored red)

8mm 普红-充气红 （ general red ）

8 mm 普蓝 （ general blue)HB 8kV UL 

118.10 mm

led neon - clear acrylic panel led neon - white acrylic panel UV print

led neon - black acrylic panel led neon - black acrylic panel UV print

glass neon - metal frame glass neon - metal frame +acrylic panel UV print glass neon - metal frame+black acrylic panel

glass neon - clear acrylic panel glass neon - black acrylic panel glass neon - steel can UV print

8mm 红色粉管
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